ENGLISH a

WARMNING: TO AVOID FIRE, SHOCK,
0OR DEATH, TURN OFF POWER AT
CIRCUITEREAKER OR FUSE AND
TEST THAT THEPOWER 15 OFF
BEFORE WIRING!

CALTION: Usa this devica only with
copper or copper clad wire. With
aluminum wira use only davices marked
CO/ALR or CLVAL.

TO INSTALL:

CAUTION: Whan installing these devices,
a Meutral wire is required for the outlet
portion. When only one Black and one
White wire are presant in the wall box, the
Whita wire is not necassarily a Neutral
wire. If you ars unsure or unable to
detarmine the polarity of tha two wires,
consult a qualified electhician.

Do motuse fo replace a switeh that had been
controliing a light with only beo wires
presen.

CAUTION: Break-off fin should ba
removed only when installing for
saparate faed (2 circuit) oparation.
Remove approx. 58" insulation from wire.
Connect wiras per appropriate diagram
az follows: Loop wires clockwiza 3/4 tum
around terminal screws. Firmly tighten
scraws ovar wire loops. Terminal screws
accept up to #12 AWG copper or coppar
clad wire. Attach wallplate and restora
power. Installation is complete.

| SEPARATE FEED
(Break-off fin
removed):

Single pole switch and
grounded power outlet on
separate circuits.

3. COMMON FEED

= {Break-off fin intact):
" Single pole switch
controls I?ht only.
Power outlet for grounded
applications.

s ALIMENTACION
SEPARADA

(La aleta rompible
quitada)

Inte ruptor unipolar y
contacto de poder con
conexidn atiema en
circuitos separados.

COMUN
{Aleta intacta)

g Interruptor unipolar
controla sdo la luz.
Contacto de poder para
attefactos con conexidn
a fierra.



