<table>
<thead>
<tr>
<th>PANDUIT P/N</th>
<th>WEIGHT</th>
</tr>
</thead>
<tbody>
<tr>
<td>NKPPA48FMY</td>
<td>12.4 lb/10 pcs</td>
</tr>
<tr>
<td></td>
<td>(5624.1 g/10 pcs)</td>
</tr>
</tbody>
</table>

**NOTES:**

1. SEE CURRENT CATALOG FOR VARIOUS APPLICATIONS WITH THIS WIRING SYSTEM.
2. THE FLUSH MOUNT PATCH PANEL IS DESIGNED FOR MOUNTING TO 19" UNIVERSAL RACKS.
3. PACKAGE CONTENTS:
   - (1) - 48 PORT STAMPING
   - (8) - 8 POSITION FACEPLATE (ASSEMBLED TO PANEL)
   - (1) - SCREW KIT (INCLUDES FOUR #12-24 SCREWS)
   - (1) - SCREW KIT (INCLUDES FOUR M6 SCREWS)
4. DIMENSIONS IN PARENTHESES ARE IN METRIC.

**NETWORK SYSTEMS**

MAY 25 2006
ENGINEERING DEPT

**NETKEY ANGLED 48 PORT FLUSH MOUNT MODULAR PATCH PANEL CUSTOMER DRAWING**

**PANDUIT CORP.**
TINLEY PARK, ILL 60477

**INSTRUCTIONS:**
ALL DIMENSIONS ARE GIVEN IN INCHES, UNLESS OTHERWISE SPECIFIED. DIMENSIONAL TOLERANCES ARE: L.X: +/- .010, L.XXI: +/- .001, ANGLES: NONE

**DRAWN BY**
JEP

**RELEASED TO PRODUCTION**
02479-096

**STAMP:** 20 GAGE C.R.S.
**FACEPLATE:** ABS

**DRAWING NO:** 02479-096